Effect of buoyancy on oscillatory flow in a vertical pipe by Rajan, Ashwin T. et al.
  
 
 
 
warwick.ac.uk/lib-publications 
 
 
 
 
 
Original citation: 
Rajan, Ashwin T., Narasimham, G. S. V. L. and Jacob, Subhash (2011) Effect of buoyancy on 
oscillatory flow in a vertical pipe. In: 21st National & 10th ISHMT-ASME Heat and Mass 
Transfer Conference, Madras, India, 27-30 Dec 2011. Published in: Proceedings, 21st 
National & 10th ISHMT-ASME Heat and Mass Transfer Conference 
 
Permanent WRAP URL: 
http://wrap.warwick.ac.uk/82010    
 
Copyright and reuse: 
The Warwick Research Archive Portal (WRAP) makes this work by researchers of the 
University of Warwick available open access under the following conditions. Copyright © 
and all moral rights to the version of the paper presented here belong to the individual 
author(s) and/or other copyright owners. To the extent reasonable and practicable the 
material made available in WRAP has been checked for eligibility before being made 
available. 
 
Copies of full items can be used for personal research or study, educational, or not-for-profit 
purposes without prior permission or charge. Provided that the authors, title and full 
bibliographic details are credited, a hyperlink and/or URL is given for the original metadata 
page and the content is not changed in any way. 
 
A note on versions: 
The version presented here may differ from the published version or, version of record, if 
you wish to cite this item you are advised to consult the publisher’s version. Please see the 
‘permanent WRAP URL’ above for details on accessing the published version and note that 
access may require a subscription. 
 
For more information, please contact the WRAP Team at: wrap@warwick.ac.uk 
 






